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Investigated to
Model(s) AE followed by 1, 6, 9 followed by A, C, B followed by N, P followed by 1, 2, 3, 4 followed by A, F, H, I, may be followed by eight alphanumeric digits "xxxxxxxx

Model(s) AH1 followed by A or C, followed by N or P, followed by 1, 2, 3 or 4, followed by A, F, H or I.

Model(s) AK followed by 1 or 3, followed by 0, A or C, followed by N, P or 0, followed by 1, 2, 3 or 4, followed by A, B, C, D, H or I.

Model(s) AK followed by 1, 6, 9 followed by 0, A, C, B followed by N, P, 0, B, followed by 1, 2, 3, 4 followed by A, B, C, D, H, I, may be followed by eight alphanumeric digits "xxxxxxxx"

Model(s) AM followed by 1, 3 or 6, followed by 0, A or C, followed by N, P or 0, followed by 1, 2, 3 or 4, followed by A, C, F, H or I.

Model(s) AT1 followed by A or C, followed by N or P, followed by 1, 2, 3 or 4, followed by A, B, H or I.

Model(s) HM followed by A, B, 2, 3, 4, 5, 6, 7, C, P, E, R, U, G or V, followed by 0, A or C, followed by 0, N or P, followed by 1 or 2, followed by A, C, F or H.

Model(s) MMH followed by A, B, 2, 3, 4, 5, 6, 7, C, P, E, R, U, G or V, followed by 0, A or C, followed by 0, N or P, followed by 1 or 2, followed by A, C, F or H.

Model(s) MP followed by 0, 1, 2, 4, 6, C, P, E, R, U, G, V or D, followed by 0 or X, followed by 0, followed by 0, 4, 5 or 1, followed by A, B, C, D, E, H or K.

Model(s) MQ followed by 0, 1, A, B, 2, 3, 4, 5, 6, 7, 8, 9, C, P, E, R, U, G, V, D or F, followed by 00, A0 or C0, followed by 0, 4 or 5, followed by A, B, C, D, E or K.

Model(s) MS followed by 0, 1, 2, 4, 6, C, P, E, R, U, G, V or D, followed by 0 or X, followed by 0, followed by 0, 4, 5 or 1, followed by A, B, C, D, E, H or K.

Model(s) MSF followed by 00, followed by 0, 4, 5 or 1, followed by A, B, C, D, E, H or K.

Model(s) MV followed by 0, 1, A, B, 2, 3, 4, 5, 6, 7, 8, 9, C, P, E, R, U, G, V, D or F, followed by 00, A0 or C0, followed by 0, 4 or 5, followed by A, B, C, D, E or K.

Model(s) QX followed by 3, C, P, X or R, followed by 0, A or C, followed by 1 or 2, followed by A, F or E.

Model(s) SP followed by 0, 1, A, B, 2, 3, 4, 5, 6, 7, 8, 9, C, P, E, R, U, G, V, D, H or Z, followed by 0, A, C or X, followed by 0, N or P, followed by 0, 4, 5 or 1, followed by A, B, C, D, E, H or K.

Model(s) SS followed by 0, 1, A, B, 2, 3, 4, 5, 6, 7, 8, 9, C, P, E, R, U, G, V, D, H or Z, followed by 0, A, C or X, followed by 0, N or P, followed by 0, 4, 5 or 1, followed by A, B, C, D, E, H or K.

Model(s) VK followed by 1 or 2, followed by A or C followed by 1, 2, 3 or 4, followed by A or B.

Model(s) VM followed by 1 or 2, followed by A or C followed by 1, 2, 3 or 4, followed by A or B.

Model(s) VT followed by 1 or 2, followed by A or C followed by 1, 2, 3 or 4, followed by A or B.

Marking: Company name, model designation and the Recognized Component Mark for Canada,  .
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